Note: Each swatch is a color presentation of a standard color and is subject to minor shade variations.
KOROSEAL®
Vinyl Wallcovering Finish Specifications

Total Weight 21.0 oz / 30.0 oz PLY
14.0 oz / 20.0 oz PSY

Backings: Osnaburg

Federal Spec: CCC-W-408D Type II
WA Spec: WA-101, Type II

NFPA 255 (CAN S102M)
Class A Rating
NFPA 286 Corner Burn Test

Environmental and Health:
• Meets State of Washington Building Specification for Indoor Air Quality
• Meets California Section 01350 Indoor Air Quality Std
• Aggressive manufacturing materials recovery and reuse program
• Highly cleanable water-based inks
• Antimicrobial additives

USGBC LEED Support:
• Support USGBC LEED v4 Criteria
• Materials and Resources; Building Product Disclosure
  (includes Recycled Content, Construction Waste Mgmt)
• Indoor Environmental Quality; Low emitting materials

“VERSATM Designed Surfaces
Vinyl Wallcovering Finish Specifications

Total Weight 20.0 oz/ly (Avg) 452 gr/m2

Backings: Osnaburg

Federal Spec: CCC-W-408D Type II
WA Spec: WA-101, Type II

NFPA CAN/ULC S102-03
Class A – ASTM E-84 (GRC)
NFPA 286 Corner Burn Test

Environmental and Health:
• Meets State of Washington Building Specification for Indoor Air Quality
• Meets California Section 01350 Indoor Air Quality Std
• Aggressive manufacturing materials recovery and reuse program
• Highly cleanable water-based inks
• Antimicrobial additives

USGBC LEED Support:
• Support USGBC LEED v4 Criteria
• Materials and Resources; Building Product Disclosure
  (includes Recycled Content, Construction Waste Mgmt)
• Indoor Environmental Quality; Low emitting materials